
Spec sheet OB3

Truck Non expanding fixed truck : 

Size 12m (l) x 2,6m (w) x 4m (h).

Power requirements : 3 phase 32 amp. 

Weight : 20t 

12 working spaces :

3 shading positions, 

4 production positions,

2 audio positions,

3 flex spaces.

Audio

Tech

ProductionVision

Cameras Up to 20 cameras. Detailed PDF of all references available on request. 

Lenses Detailed PDF of all references available on request.

VisioN mixer Sony XVS G1 - UHD 24 IN 12 OUT.

production Sony ICP X1224 + ICP X1116

48' HDR OLED LG x6.

FIber Ereca CamRacer

Router,

stage boxes,

available i/o

Ross FR12,

Ereca Stage Racer2,

24 x 12G I/O outside,

28 x 12G I/O inside.

Color 
Management

AJA ColorBoxes, Pomfort LiveGrade, Sony PVM X3200/2400, Sony RCP, PRISM MPS100, 
AJA FS HDR.

Recording AJA KiPro Ultra 12G, Softron Multicam Logger, EVS XT Servers on demand.

Intercom Riedel Artist 1024, 1216 & 1232 Panels,  Bolero Beltpacks. 

Audio Yamaha DM7, Genelec 5.1, DANTE network.
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